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Elenco della strumentazione e schede tecniche- 

DOMANDA DI RINNOVO  
DELL'AUTORIZZAZIONE INTEGRATA AMBIENTALE (A.I.A.) 

(ai sensi dell'art.29-octies del D.Lgs. n.152 del 03/04/2006) 

Determinazione del Dirigente dell'Ufficio Tutela dell'Inquinamento Atmosferico - IPPC/AIA della Regione Puglia n.730 del 24/10/2008 
Determinazione del Dirigente del Servizio Rischio Industriale della Regione Puglia n.14 del 05/10/ 2011 

Determinazione del Dirigente dell'Ufficio Inquinamento e Grandi Impianti della Regione Puglia n.74 del 28/11/2013 

IMPIANTO COMPLESSO PER LO STOCCAGGIO (DEPOSITO PRELIMINARE E MESSA IN RISERVA) TRATTAMENTO FISICO, RAGGRUPPAMENTO PRELIMINARE,  
RICONDIZIONAMENTO PRELIMINARE DI RIFIUTI URBANI (AD ESCLUSIONE DEI RIFIUTI SOLIDI URBANI INDIFFERENZIATI) E DI RIFIUTI SPECIALI, PERICOLOSI E NON PERICOLOSI  

(Codice IPPC ex 5.1.-5.3. ora 5.1.c.d.-5.3.a).III.-5.3.b).II.-5.5.) 
Zona Industriale, Contrada "Specchia Tarantina",  S.P. Martina Franca-Villa Castelli 

74015 Martina Franca (TA) 

PROVINCIA DI TARANTO 
9° SETTORE 
Ecologia ed Ambiente - Aree protette - Parco Naturale Regionale “Terra delle Gravine” - 
Protezione Civile - Approvvigionamento idrico 
Servizio: Autorizzazione Integrata Ambientale 

SERVECO S.r.l. 
Viale delle Imprese n.3, Zona P.I.P. 
74020 Montemesola (TA)  
P.IVA: 00788970739 
Tel.: 099/5671111 - Fax: 099/5671112 
Web: www.serveco.it - E-mail: serveco@serveco.it - PEC: serveco@pec.serveco.it 



ELENCO DELL’ATTREZZATURA 
 

1) aspiratore marca “AIRFAN” - tipo “KCA 6000”; 

2) caricatore semovente idraulico con sfilo marca “EUROMEC” - modello “EH-170/8”; 

3) carrello elevatore marca “TOYOTA” - modello “62-7FDF25”; 

4) carrello elevatore marca “DOOSAN” - modello “DOOSAN”; 

5) carrello elevatore marca “TOYOTA” - modello “02-7FDF15”; 

6) carrello elevatore con forche a sbalzo marca “OM” - tipo “DI 50C500”; 

7) elettropompa bisenso acciaio marca “LIVERANI” - modello “MASTER 90/L”; 

8) elettrocompressore marca “FINI” - modello “TIGER 262M 23050 10B”; 

9) gruppo elettrogeno marca “MGE S.r.l.” - modello “IVECO AIFO 8210SR128”; 

10) idropulitrice marca “MAJOR LAVOR WASH” - modello “QUARK 2021”; 

11) impianto di depurazione marca “ECOACQUE Snc” - modello “ECOIND 1500”; 

12) pesa a ponte marca “GOMBA” - modello da 60.000 kg; 

13) bascula marca “MERLONI” - modello “BASCULA A RAPPORTO M3” da 2.000 kg; 

14) pompa sommersa marca “PEDROLLO” - modello “MT12”; 

15) pompa pneumatica per grasso marca “RAASM”; 

16) pressa verticale marca “RINO TULLIS” - modello “TR 22/XB-A 1000x800”; 

17) transpallet marca “BOLZONI” - modello “TSM”; 

18) trituratore marca “SATRIND” - modello “F15/150”; 

19) estrattore aria trituratore marca “RB IMPIANTI Srl”; 

20) schiacciafusti marca “DIXI” - modello “25 FP”; 

21) cassoni scarrabili marca “SANTORO GRU”; 

22) altri contenitori (big-bags, casse e fusti, cisternette). 















































































































DIXI 
4 S

Compaction force 4 t
Bale weight 30-50 kg 

DIXI 
5 S-K

Compaction force 6 t
Bale weight 40-60 kg 

DIXI 
10 S

Compaction force 8,5 t
Bale weight 50-80 kg 

DIXI 
18 S

Compaction force 18 t
Bale weight 120-180 kg  

DIXI 
25, 30 S

Compaction force 25-30 t
Bale weight 250-360 kg 

DIXI 
60, 80 S

Compaction force 60-80 t
Bale weight 300-500 kg

...25 tons of force collapse even the
heaviest of all steel drums.

25 FP

Hydraulic
Drum Baler



Energy saving, quiet 2-stage hydraulics with automatic stop at end of
cycle. 

Automatic stop compaction cycle: place drum in baler, push START
button, remove the compacted drum. 

Fluid collection trough – can be connected to a disposal system. 

Venting spikes pierce holes in drum top for ventilation. 

Surrounding spray guard with viewing window for complete
protection of operator. 

Hard chromed piston. 

Electrical and hydraulical overload protection. 

Sturdy, enclosed, welded steel construction – maintenance free.

Environment-friendly: Fluid collection
trough for remaining fluids.

Model DIXI 25 FP

Motor kW  5,5

Voltage V/Hz 400/50

Compaction force max. t  25

Cycle time  s  48/per drum

Compaction time s  21/per drum

Opening w x h cm 68 x 95

Opening height from floor cm  21 

Overall width  cm  120 

Overall depth   cm  85  

Overall height*   cm  241  

Gross weight   kg   750

*Transport height 222 
Technical details and colours subject to change 
without notice. (1.04)

Large press ram: With venting spikes
and guided on both sides.

25 FP
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25 tons of force collapse even the heaviest of all steel drums, underlining
the effectiveness of the DIXI 25 FP drum baler. The surrounding spray
guard with a large viewing window represents an optimum safety
concept. The hydraulic and electric controls are integrated in the machine
for maximum convenience and protection against damage. The inclusion 
of the fluid collection trough reflects the consideration given to the
environment. 

Maschinenfabrik Bermatingen GmbH & Co.
Kesselbachstr. 2 · D-88697 Bermatingen
Telephone ++49 (0) 7544/9506-0
Telefax ++49 (0) 7544/9506-20
E-mail: service@mabe-info.de                            
Internet: http://www.DIXI-Ballenpressen.de

Baling systems 
for the volume reduction 
of recyclable material

Special equipment: 

• Explosion 
proof version 
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